
2.0-5.0m duplex mast

2.5-5.0m full free duplex mast

4.3-6.5m triplex mast

Special carriage and backrest

Other dimension forks

Dual drive wheel with fender

Solid tyre

Non-marking tyre(white\green)

Cabin

Heater and air condition

Fire extinguisher

Semi-suspension seat or full-suspension seat

Dual air cleaner or special air cleaner rear working light

Customer painting

Rear working light

Auxiliary hydraulic valve modules

High-mounted exhaust system

Middle-mounted exhaust system

Spark arrester

Purified exhaust system

Radiator screen

Sideshifter

Integrated sideshifter

Other attachment
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EP1

CPQYD402

RW35 RW57 RW35 RG243

LPG4

kg 40005

mm 5006

mm 30007

mm 1608

Fork size L× W×T mm 1070×150×509

Mast tilt range F/R Deg 6/1210

mm 55011

mm 52012

length (to fork face) mm 307013

Overall width mm 139514

Mast lowered height mm 224515

Mast extended height mm 417516

Overhead guard height mm17

mm 269018

Min.right angle stacking aisle width (Add load length and clearance) mm 324019

Travel(No load) km/h 0-24 0-26 0~26 0-24 0-2620

Lifting(Full load) mm/s 430 440 460 430 44021

Lowering(Full load) mm/s 50022

Max.Drawbar pull Full load N 35000 37200 39300 35000 3720023

Max.Gradeability Full load % 2024

Front mm 8.25-15-14PR25

Rear mm 7.00-12-12PR26

Front mm 116027

Rear mm 113028

mm 200029

lowest 17030

wheelbase center 23031

kg 630032

Full load (front/rear) 9000/130033

No load (front/rear) 2800/350034

Battery Voltage/Capacity(20HR)35

Model 1104 4108 GM4.3L 1104 410836

Manufacturer PERKINS LUOTUO GM PERKINS LUOTUO37

Rated output/r.p.m. kw 56/2200 57/2200 74/2300 56/2200 57/220038

Rated torque/r.p.m. N.m 265/1700 285/1400 301/1600 265/1700 285/140039

No.of cylinder 4 4 6 4 440

Bore×Stroke mm 105×127 108×125 101.6×88.39 105×127 108×12541

Emission STD Stage 3 Stage 342

Displacement cc 4410 4580 4294 4410 458043

Fuel tank capacity L 80 80 40 80 8044

Manufacture CHINA45

Type Powershift46

Stage  FWD/RVS 2/147

Mpa 18

2/1

18Operating pressure for attachment 18

500

1070×150×50 

500

20

CHINA

2800/3500 2820/3680

2X12/60

Engine

Transmissions

CHINA

Powershift

2/1

Powershift

Power&Transmi

ssion

Self weight 6300 6500

Weight distribution
9000/1300 9625/1375

wheelbase 2000 2000

Ground clearance
170 170

230 230

7.00-12-12PR

Tread
1160 1190

1130 1130

Performance

3240 3270

speed

20

Tyre
8.25-15-14PR 300-15-14PR

7.00-12-12PR

2050(2290*)

Turning radius(outside) 2690 2720

2245 2245

4170 4170

Rear overhang 520 560

Overall Dimensions

3070 3110

1395 1490

6/12 6/12

Fork overhang(wheel center to fork face) 550 550

Characteristics
&Dimensions

Lifting height 3000 3000

Free lifting height 160 160

1070×122×50 

Rated capacity 4000 4500

Load center 500 500

Gerneral

Manufacturer

Basic model CPCD40 CPCD45

Type

Power type Diesel Diesel

CPQD45 CPQD50

RW57-Y RXW35 RXG24 RXW57-Y

LPG LPG

4500 5000

500 500

3000 3000

160 160

1070×150×50 1070×150×55

6/12 6/12

550 555

560 560

3070 3215

1395 1490

2245 2395

4170 4320

2690 2810

3240 3365

0~26 0-24 0-26 0~26

460 430 380 400

500 500

39300 35000 37200 39300

20 20

300-15-14PR 300-15-14PR

7.00-12-12PR 7.00-12-12PR

1160 1190

1130 1130

2000 2100

170 170

230 230

6500 6600

9000/1300 10125/1475

2800/3500 2820/3780

GM4.3L 1104 4108 GM4.3L

GM PERKINS LUOTUO GM

74/2300 56/2200 57/2200 74/2300

301/1600 265/1700 285/1400 301/1600

6 4 4 6

101.6×88.39 105×127 108×125 101.6×88.39
Stage 3

4294 4410 4580 4294

40 80 80 40

CHINA CHINA

Powershift Powershift

2/1 2/1

18 18

2/1

18

1070×150×55

500

20

300-15-14PR

7.00-12-12PR

CHINA

Powershift

3000/3850

230

6850

10450/1400

2100

170

1190

1130

3365

2810

1490

2245

4365

560

3215

6/12

555

3000

160

Diesel

5000

500

CPCD50

R series 4.0-5.0t diesel&lpg forklift specification:

3.The specification in the table are for standard models only.For further information please contact us
4. Specification are subject to change without notice

1.Special lifting height available(2-stage mast:2.5m,2.7m,3.0m,3.3m,3.6m,4m,4.5m.3-stage mast:4.3m,4.5m,4.8m,5m,5.5m,6m)
2.Attachment available

48

Note:*with suspension seat or cabin 

2X12/60 2X12/60 2X12/60

2050(2290*)

2X12/60 2X12/60

2050(2290*) 2050(2290*) 2050(2290*)2050(2290*)

2180
2248
2340
2410
2575
2790

2180
2248
2340
2410
2575
2790

RG24
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